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1. Multi-functional Timer Relay description 

  
The multi-functional Timer delay module is a revolutionary circuit with many commonly used 

timer delay functions. It is perfect for many applications from hobbies to industrial controls. 

The timer has more than thirty different timing functions with the optional ability to trigger 

them by application of input voltage to the trigger wire. Dry contacts can be used as well. The 

timer can be used for hundreds of various applications from delaying power to the circuit, 

supplying power in cycling fashion and many more. The timer is easy to connect and configure. 

All the configurations are permanently saved into the internal flash memory. The timer works 

with 6V to 28V supply voltage and can handle up to 10 amp of current. This makes the timer 

applicable to a variety of applications. The timer’s maximum current can be extended with the 

use of the external relay. The timer can run in Low Power mode which is suitable for battery-

powered applications. A built-in fly-back diode allows for a direct connection of inductive 

loads. 

Configuration changes to the timer can be made using a smartphone or computer, connected via 

the Wi-Fi network generated by the timer. No Internet or external Wi-Fi router is required. 

Timer’s firmware is upgradeable, allowing the user to flash updates and extend the functionality 

of the device. 
 

Voltage range: 6-28 V DC 

Max current: 10 A 

Triggers: Configurable digital and analog inputs 

Output type: Positive and Sink (Ground). 

Minimum time duration:   0.01 second 

Maximum time duration:   400 days 

Idle current consumption: 1000 µA or 90 µA  (in LOW POWER mode under certain 

conditions) 

Temperate rating -40 C + 80 C 
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• Do not short timer’s output to the ground. It 

would cause excessive current, possible device 

overheating, and smoke. 

• Do not exceed the timer’s current capacity. 

• Do not reverse power supply polarity. It could 

cause the timer’s internal components to fail 

and overheat. 

• Do not put a timer into a hot environment 

causing it to exceed specified temperate 

range working conditions. 

• Do not disconnect the ground from the timer 

while under power. 
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2. Timer’s wiring diagram 
 

Positive Output configuration 
 

 
 

Sink (Ground control) Output configuration. 
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1. Understanding Timer Delay Relay Function. 
 

Understanding all the time delay relay functions available in multifunctional timer can be an intimidating 

task. During the circuit design with the timer relay and variety of timer configurations, questions such as 

what initiates the timer delay functions, does the timing starts with the application of the power or trigger 

signal, for how long output power should stay on, etc., could arise and must be answered. 

 

The timer is simply a logic control circuit to control the output power based on the events. Typically, the 

timer is initiated or triggered by one of two methods: 

• Application of power voltage 

• High or low trigger signal  

 

The trigger signal can be one of the following: 

• A control switch (dry contacts): limit switch, push-button, the float switch 

• Voltage (power trigger): signal output from another device, power signal 

 

To help understand the timer functionality let’s look at the common terminology used throughout this 

manual. 

• Input Voltage – power voltage applied to the timer. Depending on the selected function, the input 

voltage will either initiate the timing event or power the timer to be ready to accept the trigger 

signal. 

• Trigger Signal – in certain timing functions, a trigger is used to initiate a timing event after the 

input voltage has been applied. As noted above this trigger can either be a control switch (dry 

contact switch) or a power trigger (voltage). 

• Output – output voltage from the timer. The timing of the output voltage is controlled by the 

selected timing event and trigger method. 

 

Below (Figure 1) is a description of the timing functions. A timing chart shows the relationship between 

Input Voltage, Trigger Signal, and Output. Note that Trigger Signal is optional for some of the timer 

functions and mandatory for others. Before going through all the available functions look at the first one in 

detail. 

 

Figure 1. 
# Function Operation 
1 ON DELAY 

 

Upon the application of input voltage, the time delay (t) begins. At the 

end of the time delay (t), the output is energized. Input voltage must be 

removed to reset the time delay relay & de-energize the output. 

 
Diagram online: https://wavedrom.com/editor.html 

{ signal: [ 

  { name: "power", wave: 'lh.......lh.......l' }, 
  { name: "output", wave: 'l.h......l.h......l' }, 

  {},{}, 

  { name: "power", wave: 'lh.......lh.......l' }, 
  { name: "trigger", wave: 'l.H.l......H.l.....' }, 

  { name: "output", wave: 'l..h.....l..h.....l' }]} 
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The timer function #1 is ON DELAY, it allows to supply power after some time (t). There are two timing 

charts, one without a trigger and one with a trigger. Trigger selection can be done during timer 

configuration. Let’s look at the first chart where the timer is triggered by the supplied input voltage. Once 

power is supplied to the timer, the time delay (t) begins, at the end of the time delay (t) output is energized 

and stays on until power to the timer is removed. Removal of the power resets the timer circuit, and the 

timer is ready for another cycle. The second chart is applicable when a trigger option is selected. In this 

particular case, the trigger on High (positive) voltage is selected. More on trigger options can be found later 

in the manual. Upon application of power, the timer is ready to accept the trigger signal. When the trigger is 

applied, the time delay (t) begins. At the end of the time delay (t) output is energized and stays on until 

power to the timer is removed. Another application of the trigger during time delay (t) or the output 

energized period, does not affect the timer function. Only the first application of the trigger matters. 

The diagrams can also be viewed or edited online at https://wavedrom.com/editor.html page. 

 

2. Timer function table with charts  
(Note that function number # will be used during timer configuration.) 

 

Figure 2. 
# Function Operation 
1 ON DELAY When input voltage is applied, the time delay (t1) starts. After the time delay 

(t1) completes, the output becomes energized. To reset the time delay relay 

and de-energize the output, the input voltage must be removed. 

 
Display diagram online: https://wavedrom.com/editor.html 

{ signal: [ 
  { name: "power", wave: 'lh.......lh.......l' }, 

  { name: "output", wave: 'l.h......l.h......l' }, 

  {},{}, 
  { name: "power", wave: 'lh.......lh.......l' }, 

  { name: "trigger", wave: 'l.H.l......H.l.....' }, 

  { name: "output", wave: 'l..h.....l..h.....l' } 
]} 

2 INTERVAL ON Upon the application of input voltage, the output becomes energized, initiating 

the time delay period (t1). Once the time delay (t1) concludes, the output is 

then de-energized. To reset the time delay relay, the input voltage must be 

disconnected. 

 
Display diagram online: https://wavedrom.com/editor.html 

{ signal: [ 

  { name: "power", wave: 'lh.......lh.......l' }, 
  { name: "output", wave: 'lh..l.....h..l.....' }, 

  {},{}, 

  { name: "power", wave: 'lh.......lh.......l' }, 
  { name: "trigger", wave: 'l.Hl.......Hl......' }, 

  { name: "output", wave: 'l.h..l.....h..l....' } 

]} 

http://timers.shop/
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# Function Operation 
3 REPEAT 

CYCLE WITH 

INITIAL 

DELAY 

 

Upon application of voltage, time delay (t3) begins, and the output is delayed 

for (t4), then energized for the time delay (t1) and de-energized for (t2) until 

(t3) timeout is reached. 

(t3) set to 0 will repeat the cycle indefinitely. 

 
Display diagram online: https://wavedrom.com/editor.html 
{ signal: [ 

  { name: "power", wave: 'lh................l' }, 

  { name: "output", wave: 'l.hlhlhlhlhlhlhlhl.'}, 
  {},{}, 

  { name: "power", wave: 'lh................l' }, 

  { name: "trigger", wave: 'l.Hl...............' }, 
  { name: "output", wave: 'l..hlhlhlhlhlhlhl..' } 

]} 

4 REPEAT 

CYCLE WITH 

INITIAL 

DELAY 

(On first) 

Upon application of voltage, time delay (t3) begins, and the output is energized  

for (t4), then de-energized for the time delay (t1) and energized for (t2) until 

(t3) timeout is reached. 

(t3) set to 0 will repeat the cycle indefinitely. 

 
Display diagram online: https://wavedrom.com/editor.html 

{ signal: [ 

  { name: "power", wave: 'lh................l' }, 
  { name: "output", wave: 'lhlhlhlhlhlhlhlhl..'}, 

  {},{}, 

  { name: "power", wave: 'lh................l' }, 
  { name: "trigger", wave: 'l.Hl...............' }, 

  { name: "output", wave: 'l.hlhlhlhlhlhlhlhl.' } 

]} 

5 TRIGGERED 

DELAY 

INTERVAL 2 

Single Cycle  

Upon application of input voltage, the timer relay is ready to accept the trigger. 

When the trigger is applied, the time delay (t1) begins. At the end of the time 

delay (t1), the output is energized and remains energized for the time delay 

(t2). At the end of the time delay (t2), the output is de-energized, and the relay 

is ready to accept another trigger. During both time delays (t1) and (t2), the 

trigger is ignored. When activated with a secondary trigger, the time delays are 

set to t3 and t4.  

Notes: Older documentation refers to function 5 as cycling. See functions 3, 4, 

8, and 9 for cycling functionality. 

 
Display diagram online: https://wavedrom.com/editor.html 
{ signal: [ 

 { name: "power", wave: 'lh................l' }, 

 { name: "trigger", wave: 'l.Hl..HlHl.....Hl..' }, 

http://timers.shop/
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# Function Operation 
 { name: "trigger", wave: 'l.........Hl..Hl...' }, 

 { name: "output", wave: 'l..h.l.hl..h.l.....' } 
]} 

6 REPEAT 

CYCLE WITH 

INITIAL 

DELAY 

 

Upon application of voltage, time delay (t3) begins, and the output is delayed 

for t4. Then t1 and t2 cycle start. The output is de-energized for the time delay 

(t1) and energized for (t2) until (t3) timeout is reached. 

When trigger 1 is activated, the cycle advances to the start of the t1 duration. 

And when trigger 2 is activated, the cycle advances to the start of t2 duration. 

(t3) set to 0 will repeat the cycle indefinitely. 

 
Display diagram online: https://wavedrom.com/editor.html 
#Function 06 

{ signal: [ 

 { name: "power", wave: 'lh................l' }, 
 { name: "trigger", wave: 'l......Hl..........' }, 

 { name: "trigger", wave: 'l...........Hl.....' }, 

 { name: "output", wave: 'l...h.lh.l.hl.h.l..' } 
]} 

7 DELAYED 

INTERVAL 

Single Cycle 

Upon the application of input voltage, the initial time delay (t1) starts. After 

the completion of this initial time delay (t1), the output becomes energized and 

stays energized for the duration of the second time delay (t2). Following the 

conclusion of this second time delay (t2), the output is de-energized. To reset 

the time delay relay, the input voltage must be removed. 

 
Display diagram online: https://wavedrom.com/editor.html 

{ signal: [ 

  { name: "power", wave: 'lh.......lh.......l' }, 
  { name: "output", wave: 'l..h.l......h.l....' }, 

  {},{}, 

  { name: "power", wave: 'lh.......lh.......l' }, 
  { name: "trigger", wave: 'l.Hl.......Hl......' }, 

  { name: "output", wave: 'l...h.l......h.l...' } 

]} 
8 REPEAT 

CYCLE 

(On First) 

Upon application of voltage, time delay (t3) begins, and the output is energized 

for the time delay (t1). At the end of the time delay (t1), the output is de-

energized for the time delay (t2) and continues to cycle until (t3) is reached. 

t3 set to 0 will repeat the cycle indefinitely. 

t4 is used to insert an inactive phase. t4 set to 0 will force the cycle to end 

when t3 expires. 

 

http://timers.shop/
https://www.facebook.com/Timers.shop/
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# Function Operation 
Display diagram online: https://wavedrom.com/editor.html 

{ signal: [ 
  { name: "power", wave: 'lh................l' }, 

  { name: "output", wave: 'lhlhlhlhlhlhlhlhl..'}, 

  {},{}, 
  { name: "power", wave: 'lh................l' }, 

  { name: "trigger", wave: 'l.Hl...............' }, 

  { name: "output", wave: 'l.hlhlhlhlhlhlhlhl.' } 
]} 

9 REPEAT 

CYCLE 

(Off First) 

Upon application of voltage, time delay (t3) begins, and the output is de-

energized for the time delay (t1). At the end of the time delay (t1), the output is 

energized for the time delay (t2) and continues to cycle until (t3) is reached. 

t3 set to 0 will repeat the cycle indefinitely. 

t4 is used to insert an inactive phase. t4 set to 0 will force the cycle to end 

when t3 expires. 

 
Display diagram online: https://wavedrom.com/editor.html 

{ signal: [ 
  { name: "power", wave: 'lh................l' }, 

  { name: "output", wave: 'l.hlhlhlhlhlhlhlhl.'}, 

  {},{}, 
  { name: "power", wave: 'lh................l' }, 

  { name: "trigger", wave: 'l.Hl...............' }, 

  { name: "output", wave: 'l..hlhlhlhlhlhlhl..' } 
]} 

10 ON/OFF 

DELAY 

Upon application of input voltage, the timer relay is ready to accept a trigger. 

When the trigger is applied, the time delay (t1) begins. At the end of the time 

delay (t1), the output is energized. When the trigger is removed, the output 

remains energized for the time delay (t2). At the end of the time delay (t2), the 

output is de-energized, and the time delay relay is ready to accept another 

trigger. If the trigger is removed during the time delay period (t1), the output 

will remain de-energized, and the time delay (t1) will reset. If the trigger is re-

applied during the time delay period (t2), the output will remain energized, and 

the time delay (t2) will reset.  

 
Display diagram online: https://wavedrom.com/editor.html 
{ signal: [ 

  { name: "power", wave: 'lh................l' }, 

  { name: "trigger", wave: 'l.H......l.........' }, 
  { name: "output", wave: 'l....h........l....' } 

]} 
11 TRIGGERED 

ON DELAY 

Upon application of input voltage, the timer relay is ready to accept a trigger. 

When the trigger is applied, the time delay (t) begins. At the end of the time 

delay (t), the output is energized and remains in that condition as long as either 

the trigger is applied, or the input voltage remains. If the trigger is removed 

during the time delay (t), the output remains de-energized, and the time delay 

(t) is reset. 

 

http://timers.shop/
https://www.facebook.com/Timers.shop/
https://www.youtube.com/channel/UCbpu3gvLfIKE2aaYHqsxm0A
https://wavedrom.com/editor.html
https://wavedrom.com/editor.html
https://wavedrom.com/editor.html


http://timers.shop                    Like us on Facebook                          YouTube Channel Page 11 
 

# Function Operation 
Display diagram online: https://wavedrom.com/editor.html 

{ signal: [ 
  { name: "power", wave: 'lh................l' }, 

  { name: "trigger", wave: 'l.H......l...H.l...' }, 

  { name: "output", wave: 'l....h...l.........' } 
]} 

12 OFF DELAY Upon application of input voltage, the timer relay is ready to accept a trigger. 

When the trigger is applied, the output is energized. Upon removal of the 

trigger, the time delay (t) begins. At the end of the time delay (t), the output is 

de-energized. Any application of the trigger during the time delay will reset the 

time delay (t) and the output remains energized. 

 
Display diagram online: https://wavedrom.com/editor.html 
{ signal: [ 

  { name: "power", wave: 'lh................l' }, 

  { name: "trigger", wave: 'l.H....l...Hl.Hl...' }, 
  { name: "output", wave: 'l.h......l.h.....l.' } 

]} 
13 SINGLE-SHOT 

WITH TIME 

RESET 

 

Upon application of input voltage, the timer relay is ready to accept a trigger. 

When the trigger is applied, the output is energized, and timer delay (t) begins. 

Any application of the trigger during the time delay will reset the time delay (t) 

and the output remains energized. 

 
Display diagram online: https://wavedrom.com/editor.html 

{ signal: [ 

  { name: "power", wave: 'lh................l' }, 
  { name: "trigger", wave: 'l.H....l.Hl.Hl.....' }, 

  { name: "output", wave: 'l.h...l..h......l..' } 

]} 
14 SINGLE-SHOT Upon application of input voltage, the timer relay is ready to accept a trigger. 

When the trigger is applied, the output is energized, and the time delay (t) 

begins. During the time delay (t), the trigger is ignored. At the end of the time 

delay (t), the output is de-energized, and the time delay is ready to accept 

another trigger. 

 
Display diagram online: https://wavedrom.com/editor.html 

{ signal: [ 
  { name: "power", wave: 'lh................l' }, 

  { name: "trigger", wave: 'l.H....l.HlHl......' }, 

  { name: "output", wave: 'l.h...l..h...l.....' } 
]} 

15 TRIGGERED 

DELAY 

INTERVAL 

Single Cycle 

Upon application of input voltage, the timer relay is ready to accept the trigger. 

When the trigger is applied, the time delay (t1) begins. At the end of the time 

delay (t1), the output is energized and remains in that condition for the time 

delay (t2). At the end of the time delay (t2), the output is de-energized, and the 

relay is ready to accept another trigger. During both time delay (t1) and time 

delay (t2), the trigger is ignored. 

 

http://timers.shop/
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# Function Operation 
Display diagram online: https://wavedrom.com/editor.html 

{ signal: [ 
  { name: "power", wave: 'lh................l' }, 

  { name: "trigger", wave: 'l.Hl.Hl..H......l..' }, 

  { name: "output", wave: 'l...h..l...h..l....' } 
]} 

16 INTERVAL ON 

WITH OFF 

TRIGGER 

Upon application of input voltage, the timer relay is ready to accept the trigger. 

When the trigger is applied, the output is energized, and the time delay (t) 

begins. At the end of the time delay (t), the output is de-energized. Application 

of trigger during time delay (t) will cause time delay (t) to expire and output is 

de-energized.  

 
Display diagram online: https://wavedrom.com/editor.html 
{ signal: [ 

  { name: "power", wave: 'lh................l' }, 

  { name: "trigger", wave: 'l.Hl.Hl.H....l.....' }, 
  { name: "output", wave: 'l.h..l..h...l......' } 

]} 
17 INTERVAL ON 

TRIGGER 

CONTROLLED 

Upon application of input voltage, the timer relay is ready to accept the trigger. 

When the trigger is applied, the output is energized, and the time delay (t) 

begins. At the end of the time delay (t), the output is de-energized. Removal of 

the trigger during time delay (t) will cause time delay (t) to expire and output is 

de-energized. 

 
Display diagram online: https://wavedrom.com/editor.html 

{ signal: [ 
  { name: "power", wave: 'lh................l' }, 

  { name: "trigger", wave: 'l.H..l.H.....l.....' }, 

  { name: "output", wave: 'l.h..l.h....l......' } 

]} 
18 FREE FORM 

ONE TIME 

(Up to 48 

configuration 

points) 

Upon application of voltage, time delay begins, and free-form pattern 

programmed by the user is executed. When the pattern is completed it can be 

retriggered again. 

 

 

19 FREE FORM 

REPEATED 

(Up to 48 

Upon application of voltage, time delay begins, and free pattern cycle 

programmed by the user is executed. Once started the cycle will be repeated 

over and over. 

http://timers.shop/
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# Function Operation 
configuration 

points) 

 

 

20 CANCELED 

INTERVAL 

Upon application of input voltage, the output is energized, and the time delay 

(t) begins. At the end of the time delay (t), the output is de-energized. If the 

trigger is applied during the time delay (t) the output is de-energized and the 

delay canceled. Input voltage must be removed to reset the time delay relay. 

 
Display diagram online: https://wavedrom.com/editor.html 

{ signal: [ 

  { name: "power", wave: 'lh......lh........l' }, 
  { name: "trigger", wave: 'l............Hl....' }, 

  { name: "output", wave: 'lh.....l.h...l.....' } 

]} 
21 SINGLE SHOT 

TIME RESET 

HOLD ON 

TRIGGER 

 

Upon application of input voltage, the timer is ready to accept a trigger. When 

the trigger is applied, the output is energized, and timer delay (t) begins. Any 

application of the trigger during the time delay will reset the time delay (t) and 

the output remains energized. If the trigger still applied after the delay (t) the 

output remains energized until the trigger is removed. 

 
Display diagram online: https://wavedrom.com/editor.html 

{ signal: [ 
  { name: "power", wave: 'lh................l' }, 

  { name: "trigger", wave: 'l.Hl..HlHl..H....l.' }, 

  { name: "output", wave: 'l.h..lh....lh....l.' } 
]} 

22 FOLLOW 

 

Upon application of input voltage, a standard relay is ready to accept a trigger. 

When the trigger is applied, the output is energized. The output continues to be 

energized until the trigger is removed, at which point the output is de-

energized. 

 
Display diagram online: https://wavedrom.com/editor.html 
{ signal: [ 

  { name: "power", wave: 'lh................l' }, 

  { name: "trigger", wave: 'l.Hl..HlHl..H....l.' }, 
  { name: "output", wave: 'l.hl..hlhl..h....l.' } 

]} 
23 WATCHDOG 

1 

When an input voltage is applied, the timer relay's output becomes energized, 

and the relay is primed to receive a trigger signal. If the trigger is activated at 

any point during the first-time delay period (t1), this action will reset the timer 

for t1, and the output continues to remain energized. Once the time delay 

period t1 concludes without further triggers, the output is then de-energized for 

a second time delay period (t2) and then the cycle repeats. 

http://timers.shop/
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# Function Operation 

 
Display diagram online: https://wavedrom.com/editor.html 
{ signal: [ 

  { name: "power", wave: 'lh................l' }, 

  { name: "trigger", wave: 'l.HlHl....HlHlHlHl.' }, 
  { name: "output", wave: 'lh......lh........l' } 

]} 

24 FUNCTION 24 When an input voltage is applied, the timer is ready to accept trigger input. If 

the duration between triggers is less than t1 and timer counts n consecutive 

triggers then output follows the trigger until the duration between triggers 

exceeds t1. 

 
Display diagram online: https://wavedrom.com/editor.html 
{ signal: [ 

 { name: "power", wave: 'lh................l' }, 

 { name: "trg blue", wave: 'l.HlHlHlHl..HlHlHl.' }, 
 { name: "trg green", wave: 'l...........HlHlHl.' }, 

 { name: "output", wave: 'l.....hlhl.........' } 

]} 

Practical use. This function can be used as a turn signal alarm configured to be activated after set number of cycles. 

The timer output will be activated for t2 or the duration of the trigger. The blue and green triggers are connected to 

turn signal bulbs on each side. The trigger is configured to mode 2 and the trigger function set to XOR. Function XOR 
will allow either blue or green trigger to activate the alarm, but the simultaneous execution during hazard activation 

would cancel the trigger. 

25 OUTPUT ON 

TRIGGER 

CHANGE 

Upon application of input voltage, the timer relay is ready to accept trigger 

input. When the trigger is applied the output is energized for the time delay 

(t1). The release of the trigger also energizes the output for time (t2). The 

optional delay (t3) and (t4) can be added before energizing the output. 

 
Display diagram online: https://wavedrom.com/editor.html 

{ signal: [ 

  { name: "power", wave: 'lh................l' }, 
  { name: "trigger", wave: 'l.H...l..H.....l...' }, 

  { name: "output", wave: 'l.hl..h.lhl....h.l.' } 

]} 
26 BUTTON 

INTERFACE 

WITH 

TIMEOUT 

Upon application of input voltage, the timer relay is ready to accept trigger 

input. With short (< t2) application of trigger the output is energized for the 

time delay (t1). The second application of the trigger will de-energize the 

output. With long (>t2) application of trigger, the output is energized and held 

energized until the trigger is removed. 

 
Display diagram online: https://wavedrom.com/editor.html 

{ signal: [ 
  { name: "power", wave: 'lh................l' }, 

  { name: "trigger", wave: 'l.H.l.Hl.....Hl.Hl.' }, 

  { name: "output", wave: 'l.h.l.h....l.h..l..' } 
]} 
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# Function Operation 
28 FUNCTION 28 Upon application of input voltage, the timer relay is ready to accept trigger 

input. With short (< t2) application of trigger the output is energized for the 

time delay (t1). The second application of the trigger will reset delay (t1). With 

long (>t2) application of trigger, the output is energized and held energized 

until the trigger is removed. With long (>t2) application of trigger during the 

active output, the timeout is canceled and output stays energized until the 

trigger is removed. 

 
Display diagram online: https://wavedrom.com/editor.html 

{ signal: [ 
  { name: "power", wave: 'lh................l' }, 

  { name: "trigger", wave: 'l.H.l.HlHl...HlH.l.' }, 

  { name: "output", wave: 'l.h.l.h....l.h...l.' } 
]} 

29 INTERVAL 

WITH 

LOCKOUT 

Single Cycle 

Upon application of input voltage, the timer relay is ready to accept the trigger. 

When the trigger is applied the output is energized and the time delay (t1) 

begins. At the end of the time delay (t1), the output is de-energized and 

remains in that condition for the time delay (t2). During both time delay (t1) 

and time delay (t2), the trigger is ignored. 

 
Display diagram online: https://wavedrom.com/editor.html 
{ signal: [ 

  { name: "power", wave: 'lh................l' }, 

  { name: "trigger", wave: 'l.Hl.Hl..H......l..' }, 
  { name: "output", wave: 'l.h.l....h.l.......' } 

]} 
30 POWER 

INDEPENDENT 

TIMER 

Timer operation is intended as a countdown timer. The countdown stops when 

power is removed but continues when power is reapplied. To run the timer in 

this mode first configure timer time, function and trigger. Activating trigger for 

> 5 secs resets the timer and countdown starts. When the sum of the time is 

greater than the preset time the output becomes active. Activating trigger for > 

5 secs resets the countdown.   

 
Display diagram online: https://wavedrom.com/editor.html 

{ signal: [ 
  { name: "power", wave: 'lh...lh.....lh....l' }, 

  { name: "output", wave: 'l..............h..l' } 
]} 

31 REPEAT 

RANDOM 

CYCLE 

The function is similar to Function #5 (Repeat cycle). The duration of the first 

active phase of the cycle is randomly calculated with the range set between t1 

and t2. The passive phase is between t3 and t4. 
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# Function Operation 
Display diagram online: https://wavedrom.com/editor.html 

{ signal: [ 
 { name: "power", wave: 'lh................l' }, 

 { name: "trigger", wave: 'lHl................' }, 

 { name: "output", wave: 'lh.l.h..l.h....l...' },  {},  {}, 
 { name: "power", wave: 'lh................l' }, 

 { name: "output", wave: 'lh.l.h..l.h....l...' } 

]} 
32 FOLLOW 

WITH INITIAL 

ON 

Upon application of input voltage, the output is energized, and the time delay 

(t) begins. At the end of the time delay (t), the output follows the trigger level. 

When the trigger is applied, the output is energized and continues to be 

energized until the trigger is removed. When the trigger is removed the output 

is de-energized. 

 
Display diagram online: https://wavedrom.com/editor.html 

{ signal: [ 
  { name: "power", wave: 'lh................l' }, 

  { name: "trigger", wave: 'l.....HlHl..H....l.' }, 

  { name: "output", wave: 'lh.l..hlhl..h....l.' } 
]} 

33 COUNTER Upon application of input voltage, the timer is ready to accept the trigger. 

Once the trigger is detected preset number of cycles (n) the output is activated 

for the duration (t1). The trigger is ignored during the active output. At the end 

of the time delay (t1), the timer is ready to accept the trigger. 

 
Display diagram online: https://wavedrom.com/editor.html 
{ signal: [ 

  { name: "power", wave: 'lh................l' }, 

  { name: "trigger", wave: 'lP................l' }, 
  { name: "output", wave: 'l...h.l..h.l..h.l..' } 

]} 
34 DELAY ON 

WITH 

TIMEOUT 

Upon application of input voltage, the timer relay is ready to accept a trigger. 

When the trigger is applied, the time delay (t1) begins. At the end of the time 

delay (t1), the output is energized. The output remains energized for a period 

of t2 unless the trigger is removed. If trigger is removed the output de-

energized and cycle ends. 

 
Display diagram online: https://wavedrom.com/editor.html 

{ signal: [ 

  { name: "power", wave: 'lh................l' }, 
  { name: "trigger", wave: 'l.H....l..H......l.' }, 

  { name: "output", wave: 'l...h..l....h...l..' } 

]} 
35 OFF DELAY 

WITH 

INITIALIZATI

ON 

Upon application of input voltage, the output is energized for t2. The timer 

relay is ready to accept a trigger. When the trigger is applied, the output is 

energized. Upon removal of the trigger, the time delay (t) begins. At the end of 

the time delay (t), the output is de-energized. Any application of the trigger 

during the time delay will reset the time delay (t) and the output remains 

energized. 
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# Function Operation 
Display diagram online: https://wavedrom.com/editor.html 

{ signal: [ 
  { name: "power", wave: 'lh................l' }, 

  { name: "trigger", wave: 'l....Hl...HlHl.....' }, 

  { name: "output", wave: 'lh.l.h..l.h....l...' } 
]} 

36 FOLLOW 

WITH 

LOCKOUT 

Upon application of input voltage, the timer relay is ready to accept a trigger. 

When the trigger is applied, the output is energized and continues to be 

energized until the trigger is removed. When the trigger is removed the output 

is de-energized and period t1 starts. During the t1 period the timer will not 

respond to the trigger. 

 
Display diagram online: https://wavedrom.com/editor.html 
{ signal: [ 

  { name: "power", wave: 'lh................l' }, 

  { name: "trigger", wave: 'l.Hl.HlHl.H...l....' }, 
  { name: "output", wave: 'l.hl...hl..h..l....' } 

]} 
37 FLIP FLOP 

WITH 

COUNTER 

Upon application of input voltage, the timer relay is ready to accept a trigger. 

Once the trigger is detected preset number of cycles (n) the output is flipped.  

 
Display diagram online: https://wavedrom.com/editor.html 

{ signal: [ 

 { name: "power", wave: 'lh................l' }, 
 { name: "trigger", wave: 'lP................l' }, 

 { name: "output", wave: 'lhlhlhlhlhlhlhlhlhl' } 

]} 
38 FOLLOW 

WITH 

LOCKOUT 2 

Upon application of input voltage, the timer relay is ready to accept a trigger. 

When the trigger is applied, the output is energized and continues to be 

energized until the trigger is removed. When the trigger is removed the output 

is de-energized and period t1 starts. During the t1 period the timer will not 

respond to the trigger and the lockout time t1 will reset. 

 

Display diagram online: https://wavedrom.com/editor.html 
{ signal: [ 

 { name: "power", wave: 'lh................l' }, 

 { name: "trigger", wave: 'l.Hl.Hl.Hl..Hl..Hl.' }, 
 { name: "output", wave: 'l.hl........hl..hl.' } 

]} 

39 SINGLE-SHOT 

WITH TWO 

TRIGGERS 

Upon application of input voltage, the timer relay is ready to accept a trigger. 

When the trigger is applied, the output is energized, and the time delay (t1) 

begins. During the time delay (t1), the trigger is ignored. At the end of the time 

delay (t1), the output is de-energized, and the time delay is ready to accept 

another trigger. The same applies to trigger 2 (Green) 
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# Function Operation 
Display diagram online: https://wavedrom.com/editor.html 

{ signal: [ 
  { name: "power", wave: 'lh................l' }, 

  { name: "trigger", wave: 'l.H....l.HlHl......' }, 

  { name: "trigger", wave: 'l.............Hl...' }, 
  { name: "output", wave: 'l.h...l..h...lh.l..' } 

]} 
40 SINGLE-SHOT 

WITH TWO 

TRIGGERS 2 

Upon application of input voltage, the timer relay is ready to accept a trigger. 

When the trigger is applied, the output is energized, and the time delay (t1) 

begins. During the time delay (t1), the trigger is ignored. At the end of the time 

delay (t1), the output is de-energized, and the time delay is ready to accept 

another trigger. Application of the trigger 2 would reset the time delay to t2. 

 
Display diagram online: https://wavedrom.com/editor.html 

{ signal: [ 

  { name: "power", wave: 'lh................l' }, 

  { name: "trigger", wave: 'l.H....l.Hl........' }, 

  { name: "trigger", wave: 'l...........Hl.....' }, 
  { name: "output", wave: 'l.h...l..h......l..' } 

]} 

41 ACCUMULAT

OR 

Upon application of input voltage, the timer relay is ready to accept a trigger. 

When the trigger is applied, the output is energized, and timer delay (t) begins. 

Any application of the trigger during the time delay will reset the time delay (t) 

and the output remains energized. Each consecutive trigger application 

increases the timer delay (t1). 

 
Display diagram online: https://wavedrom.com/editor.html 

{ signal: [ 

  { name: "power", wave: 'lh................l' }, 
  { name: "trigger", wave: 'l.Hl.HlHl.HlHlHl...' }, 

  { name: "output", wave: 'l.h.lH...lH.....l..' } 

]} 

42 SINGLE SHOT 

WITH CANCEL 

Upon application of input voltage, the timer relay is ready to accept a trigger. 

When the trigger is applied, the output is energized, and timer delay (t) begins. 

Any application of the trigger during the time delay will reset the time delay (t) 

and the output remains energized. Each consecutive trigger application sets the 

next time delay until reached the timer delay (t4). The next application of 

trigger will cancel the output. The output is also cancelled if time delay is set 

to 0. 

 
Display diagram online: https://wavedrom.com/editor.html 
{ signal: [ 

  { name: "power", wave: 'lh................l' }, 

  { name: "trigger", wave: 'l.Hl.HlHl....Hl.Hl.' }, 
  { name: "output", wave: 'l.h.lh....l..h.l...' } 

]} 
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# Function Operation 
43 WATCHDOG 

2 

When an input voltage is applied, the timer relay's output becomes energized, 

and the relay is primed to receive a trigger signal. If the trigger is activated at 

any point during the first-time delay period (t1) the time delay period (t1) is 

reset, and stays reset while trigger is active. The output stays energized. When 

trigger goes inactive the time delay (t1) starts. Once the time delay period t1 

concludes without further triggers, the output is then de-energized for a second 

time delay period (t2). Trigger application is ignored during delay period (t2). 

Upon completion of delay period (t2) the output is energized, and delay period 

(t1) is reset. 

 
Display diagram online: https://wavedrom.com/editor.html 

{ signal: [ 

 { name: "power", wave: 'lh................l' }, 
 { name: "trigger", wave: 'l.HlHl.Hl.HlHlHlHl.' }, 

 { name: "output", wave: 'lh....l..h........l' } 

]} 

44 TRIGGERED 

DELAY 

INTERVAL 

Multiple Cycles 

Upon application of input voltage, the timer relay is ready to accept the trigger. 

When the trigger is applied, the time delay (t1) begins. At the end of the time 

delay (t1), the output is energized and remains in that condition for the time 

delay (t2). At the end of the time delay (t2), the output is de-energized, and the 

relay is ready to accept another trigger. During both time delay (t1) and time 

delay (t2), the trigger is ignored. 

 
Display diagram online: https://wavedrom.com/editor.html 

{ signal: [ 

  { name: "power", wave: 'lh................l' }, 

  { name: "trigger", wave: 'l.Hl.Hl..H......l..' }, 

  { name: "output", wave: 'l...h..l...h..l....' } 

]} 

45 INTERVAL 

WITH 

LOCKOUT 

Multiple Cycles 

Upon application of input voltage, the timer relay is ready to accept the trigger. 

When the trigger is applied the output is energized and the time delay (t1) 

begins. At the end of the time delay (t1), the output is de-energized and 

remains in that condition for the time delay (t2). During both time delay (t1) 

and time delay (t2), the trigger is ignored. 

 
Display diagram online: https://wavedrom.com/editor.html 

{ signal: [ 

  { name: "power", wave: 'lh................l' }, 
  { name: "trigger", wave: 'l.Hl.Hl..H......l..' }, 

  { name: "output", wave: 'l.h.l....h.l..h.l..' } 

]} 

46 ON/OFF 

DELAY WITH 

CANCEL 

Upon application of input voltage, the timer relay is ready to accept a trigger. 

When the trigger is applied, the time delay (t1) begins. At the end of the time 

delay (t1), the output is energized. The output remains energized for the time 

delay (t3). If trigger is applied while output is active the time delay (t2) begins. 

At the end of the time delay (t2), the output is de-energized. After output is de-

energized the time delay (t4) begins during which the trigger application is 

ignored. 
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# Function Operation 
Display diagram online: https://wavedrom.com/editor.html 

{ signal: [ 
 { name: "power", wave: 'lh................l' }, 

 { name: "trigger", wave: 'l.H...l...H...l....' }, 

 { name: "output", wave: 'l....h.......l.....' } 
]} 

47 ON/OFF 

DELAY WITH 

CANCEL AND 

FOLLOW 

Upon application of input voltage, the timer relay is ready to accept a trigger. 

When the trigger is applied the output is activated and the time delay (t1) 

begins. At the end of the time delay (t1), the output continues to be energized 

even if trigger is removed. The output remains energized for the time delay 

(t3). If trigger is applied while output is active the time delay (t2) begins. At 

the end of the time delay (t2), the output is de-energized. After output is de-

energized the time delay (t4) begins during which the trigger application is 

ignored. 

 
Display diagram online: https://wavedrom.com/editor.html 
{ signal: [ 

 { name: "power", wave: 'lh................l' }, 

 { name: "trigger", wave: 'l.HlH.l...H...lHl..' }, 
 { name: "output", wave: 'l.hlh........l.hl..' } 

]} 

48 COUNTER 

WITH TIME 

RESTRICTION 

Upon application of input voltage, the timer is ready to accept the trigger. 

Once the trigger is detected preset number of cycles (n) applied during period 

shorter than t1 the output is activated for the duration (t2). The trigger is 

ignored during the active output. At the end of the time delay (21), the timer is 

ready to accept the trigger. 

 
Display diagram online: https://wavedrom.com/editor.html 

{ signal: [ 
   { name: "power", wave:   'lh................l' }, 

   { name: "trigger", wave: 'lpppl..pplpl.pppl..' }, 

   { name: "output", wave:  'l..h.l.........h.l.' } 
]} 

49  When input voltage is applied, the timer is ready to accept the trigger. Once 

the trigger is detected, the sink output activates. After a duration (t1), the 

positive signal is activated. The sink output remains active until the trigger is 

inactive for a period (t2). Once the sink output is deactivated, the timer starts 

counting down for a duration (t3) and then shuts off the positive output. 

Practical use is to reduce boiler cycling for the WEBASTO heater. The trigger 

connects to the thermostat, the sink output connects to the boiler, and the 

positive output connects to the pump. Once the heater starts, it continues to run 

for a duration (t2) after the thermostat signal becomes inactive. After the heater 

turns off, the pump continues to run for a duration of (t3). 
 

 

Display diagram online: https://wavedrom.com/editor.html 

{ signal: [ 

 
 { name: "power", wave: 'lh................l' }, 

 { name: "trigger", wave: 'l.h......l...h..l..' }, 

 { name: "sink output", wave: 'l.h.......l..h...l.' }, 
 { name: "positive output", wave: 'l..h.......l..h...l' } 

]} 
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# Function Operation 
50 Learning 

function 50 

Upon power-up, T2 is set to 0. When the first trigger is applied, the output turns off and the timer waits for a second 

trigger. When the second trigger is received, the timer measures the time interval between the two triggers and starts 
cyclic operation. During cycling, the output remains active for the preset T1 time and inactive for the learned time T*. 

If the second trigger is not received within the T2 period, the timer uses T2 as the learned period. 

Function application: Provides simple intermittent control of a windshield wiper motor with park functionality. The 
desired pause interval between wipe cycles is set by the user using the trigger. 

 

 
{ signal: [ 
 { name: "power", wave: 'lh................l' }, 

 { name: "trigger", wave: 'l.hl.hl............' }, 

 { name: "output", wave: 'lhl..hl.hl.hl.hl.hl' } 
]} 

 

{ signal: [ 
 { name: "power", wave: 'lh................l' }, 

 { name: "trigger", wave: 'l.hl...............' }, 

 { name: "output", wave: 'lhl....hl...hl...hl' } 
]} 

51 Delay Interval 

with follow 

The output follows the trigger state. When the trigger becomes inactive, the timer initiates the delay interval and then 

activates the output. 

 
{ signal: [ 

  { name: "power", wave: 'lh................l' }, 

  { name: "trigger", wave: 'l.h....l.....hl....' }, 
  { name: "output", wave: 'l.h....lh.l..hlh.l.' } 

]} 
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3. Timer trigger. 
 
As described above timer is initiated or triggered by one of two methods: 

• Application of power voltage 

• High or low trigger signal  

 

The trigger signal can be one of the following: 

• A control switch (dry contacts): limit switch, push-button, or float switch 

• Voltage (power trigger): signal output from another device, power signal 

 

3.1 Timer trigger operation with charts. 

 
Figure 3. 

High trigger Upon application of 

power the time delay 

relay is ready to 

accept the trigger. 

The transition of the 

voltage on the trigger 

wire from low to high 

will trigger the start 

of the time delay (t).  

 
Low trigger Upon application of 

power the time delay 

relay is ready to 

accept the trigger. 

The transition of the 

voltage on the trigger 

wire from high to low 

will trigger the start 

of the time delay (t). 

 
 

 

To use trigger input with dry contact (like switch or button), trigger wire would need to be ‘pulled’ to either 

High or Low voltage. Timer configuration allows for trigger wire to be set to either be pulled to High, where 

a small current is applied to keep the wire at High voltage or grounded keeping the trigger wire at Low 

voltage. The following table demonstrates when to configure trigger wire pull to High or to Low. 

 

 

 

3.2 Example of trigger setup. 
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Figure 4. 

Trigger pull 

configuration 

Description Wiring diagram and trigger chart 

Trigger 

pulled to  

Low 

The trigger is set to be pulled to 

Low. Upon button or switch 

engagement the trigger voltage 

jumps to High (positive 

voltage). 

 

The trigger could also be a 

positive voltage from the 

external source applied to the 

trigger wire. 

 

Note: event could be triggered 

either by applying or removing 

power. 

 

The shown Pull-down resistor is 

built into the timer and does not 

need to be connected externally. 

 

 

 

Trigger 

pulled to 

High 

The trigger is set to be pulled to 

High. Upon button or switch 

engagement the trigger voltage 

jumps to Low (grounded). 

 

The trigger could also be the 

Ground applied to the trigger 

wire. 

 

Note: event could be triggered 

either by applying or removing 

ground. 

 

The shown Pull-up resistor is 

built into the timer and does not 

need to be connected externally.  

 

 

3.3 Timer trigger configuration table. 
(Note that timer trigger function number # will be used during timer configuration.) 
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Figure 5. 

Trigger configuration Trigger 

pull 

Active 

Trigger 

Description 

  * ** ***   See notes below 

1      Trigger is disabled 

2 6 10 14 Low High For dry contacts between trigger wire and positive. 

3 7 11 15 Low Low For a case where the voltage is applied to a trigger. 

4 8 12 16 High Low For dry contacts between trigger wire and ground. 

5 9 13 17 High High For a case where the ground is applied to the trigger. 

 
* Trigger functions ensure the trigger transition from inactive to activate state upon startup. Applies to functions: all 

**Trigger acts as an enable/disable switch. Applies to function:  5, 6, 8, 9, 18, 19, 31 

***Trigger utilizing flip-flop operation. Applies to functions: all 

 

 

Example of the Trigger set to #2, #10, and #14 using Function 5. When the 

Trigger is set to #2, it initiates the cycle. Setting the Trigger to #10 toggles the 

function on and off. Setting the trigger to #14 acts as a flip-flop trigger, which 

turns the function on with the first trigger and off with the second. This flip-flop 

mechanism is applicable to all functions. 
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3.4 Analog trigger. 
The timer can also use an analog trigger, where the function is triggered when the input voltage is above or 

below a specific value.  

 

 

 
 

The timer evaluates the input voltage and when the voltage is higher than the set threshold for Duration (t) 

the timer evaluates the trigger is active. 

Setting a larger gap between the trigger’s High and Low voltages levels and increasing Duration (t) makes 

the trigger less sensitive to the sudden voltage fluctuations.  

 

 

Timer analog trigger operation with charts. 

 
Figure 3. 

Analog 

trigger 1 

(Active when 

voltage 

above High) 

Input voltage is 

evaluated against set 

High trigger 

voltage. When 

above set High 

voltage for Duration 

(t) the timer 

evaluates the trigger 

is active and 

performs the set 

function. When the 

input voltage is 

 

http://timers.shop/
https://www.facebook.com/Timers.shop/
https://www.youtube.com/channel/UCbpu3gvLfIKE2aaYHqsxm0A


http://timers.shop                    Like us on Facebook                          YouTube Channel Page 26 
 

below set Low 

voltage for Duration 

(t) the timer 

evaluates the trigger 

as inactive. 

Analog 

trigger 2 

(Active when 

voltage 

below Low ) 

Input voltage is 

evaluated against set 

Low trigger voltage. 

When below set 

Low voltage for 

Duration (t) the 

timer evaluates the 

trigger as active. 

When input voltage 

is above High for 

Duration (t) the 

timer evaluates the 

trigger as inactive. 
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3.5 Multi trigger operation. 
 
The circuit features two trigger inputs: Blue (digital) and Green (analog) . To use both triggers at the same 

time set triggers to appropriate configurations and select trigger function from one of the following: 

 

Trigger Function Name Description  

Blue only Blue acts as a function trigger. Green is enabled for 

two trigger functions such as Function 38. 

Green only Green acts as a function trigger, Blue is ignored 

AND Logical AND operation. For a timer to be triggered 

both triggers must be Active.  

OR Logical OR operation. For a timer to be triggered, only 

one of the triggers needs to be Active. 

XOR Logical XOR operation. For a timer to be triggered 

only one of the triggers has to be in Active, not both. 

Blue main / Green 

cancel 

Blue acts as a function trigger, Green cancels the 

function execution by resetting the timer. 

Blue main / Green 

cancel V2 

Blue acts as a function trigger, Green cancels the 

function execution if Blue trigger is inactive by 

resetting the timer. 

AND then OR Logical AND operation. For a timer to be triggered 

both triggers must be Active. Then active trigger 

maintained with Logical OR where only one if the 

triggers need to be active. 
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The following diagram illustrates the composite final trigger generated for each chosen trigger function. The 

timer computes this final trigger value by integrating the Blue and Green triggers, and then applies this 

calculated value to the respective function. 
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The functionality of the 'Blue Main/Green Cancel' trigger operates in a unique manner. To illustrate, 

consider Function #01 as a representative example. Activating the blue trigger commences the operation of 

the function, while engaging the green trigger serves to reset the ongoing function activity. 

 

 

Trigger threshold 
 

The threshold determines the duration for which the trigger must remain active or inactive before the timer 

acknowledges it. 
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Initial trigger ignore 
 

The duration immediately following the initial power-up during which the timer remains unresponsive to the 

trigger signal. 
 

 
 

 

 

Trigger voltage 
The trigger voltage can reach the supply voltage. The table below shows the levels at which the trigger 

threshold is reached.  

 

Digital Blue trigger: 

Trigger config Threshold (Approx.) Edge Direction Event generated when  
Active when high 1.2 V Low -> High Input crosses 1.2 V 
Active when low 1.0 V High -> Low Input drops below 1.0 V 
 
Analog Green trigger: 

Trigger config Min Threshold (Approx.) Edge Direction Event generated when  
Active when high 0.2 V Low -> High Input crosses 0.2 V 
Active when low 0.1 V High -> Low Input drops below 0.1 V 
Analog Green trigger threashold is configurable between 0.1 and 24.0 Volts 
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4. Timer Output mode 
 

Timer output mode allows the user to set either instant output, where the output comes on and goes off 

instantly, or gradual increase/decrease, where the output is PWM (Pulse Width Modulation) controlled and 

ramps up to 100% duty in about 4 seconds. The gradual output is excellent for the lighting system to 

increase and dim the lights gradually. 

The timer’s output circuit can be either configured in Positive voltage output or Ground Sink mode. When 

positive voltage output is configured the timer Yellow wire will output voltage when output is active, during 

the inactive period the output will be floating. With positive voltage output, the load should be connected 

between the timer’s Yellow output wire and ground. 

With Ground Sink output mode the Orange output will sink the load current to the ground. The load should 

be connected between the timer’s Orange output wire and power. 

 

          

 
 

 

5. Timer Output type 
 

Sometimes, instead of delivering power to a device during a delay period, the system needs to stop 

supplying power. The output is turned off during this delay. The diagram below demonstrates how a timer 

works in both normal and reversed output modes. In normal mode, power is provided during the delay, 

while in reversed mode, the power is cut off. 
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6. Timer programming 
 

Installation: 

1. Connect timer as specified in the diagram in Section 2. 

2. The Red wire is connected to a power source, Black to ground, Yellow to load for positive control, 

and Orange for sink control. White is used to enabling Wi-Fi configuration. The Blue wire is a 

digital trigger, and the Green is an analog input. Isolate trigger wire with electrical tape if the trigger 

option is not used.  

3. Select the appropriate timer’s function for your project and note the function number. 

4. Skip this step if the trigger is not used. Select the appropriate timer trigger configuration function 

and note the trigger number. Trigger #2 is commonly used to trigger with a positive voltage. 

 

Programming: 

1. Programming is done by connecting a computer or a smartphone to the timer’s Wi-Fi network. 

2. Connect the White wire to the ground and then supply power to the timer. The internal blue LED 

should light up to indicate timer is configuration mode.. White wire can now be disconnected from 

the ground. 

3. Search for available Wi-Fi networks on your computer/phone. 

4. Connect computer/phone to the ‘Timers.shop.wifinnn’ wireless network. 

5. Open the browser and enter the following into the address bar: 192.168.4.1 and click go or connect. 

6. Once connected you will be presented with a similar menu below. 

7. Select Timer’s Configuration menu up configure the timer.  

8. If the desired function number is not available then go to the Selection Functions menu and load 

function file containing the required function. For example file name T_F01_25_V2.0.hex contains 

functions 01 through 25. 

9. Once configuration is saved recycle the power to test the functionality. 
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7. Troubleshooting 
 

 
Symptoms Resolution steps 

Losing connection to timer Wi-Fi 

network 

If you lose network connection to network ‘Timers.shop.wifinnn’ try 

to disable automatic connections to other known networks configured 

in your computer/phone. Some computers/smartphone will try to 

switch the network if the current network does not appear to be 

connected to the Internet.  

 

Wi-Fi disconnects after 5 min If no menu actions are taken the timer restarts after 5min of inactivity.  

 

The timer is not executing the 

function. 

Make sure the White wire is disconnected from the ground. The timer 

will not execute the function while in Wi-Fi Configuration mode. 

Timer does not exit the 

programming mode. The power to 

the timer is disconnected but the 

timer enters programming mode 

when power is restored even when 

white wire is not grounded.  

When the sink output is used (orange wire) make sure the power is 

removed from the load. Otherwise, the power feeds through the load 

into the timer and keeps the timer running even when power on the red 

wire is removed. 

Can not find Wi-Fi network or keep 

losing Wi-Fi connection to the 

timer. 

The timer might not have enough power to run stable in the 

programming mode with Wi-Fi on. Try to use stable 12v power 

source. 

Can not find any function files 

when in the Select Function menu 

Please update the timer to the latest UI and load provided function 

files. Update can be found here: https://timers.shop/WiFi-Timer-

NextGen-Firmware_ep_65-1.html 

 

 

 
 

 

8. Low Power Mode 
 

The timer can be configured in Low Power mode which drops the idle current consumption to a much 

lower value. This mode makes the timer suitable for battery operation. For example, if we take a 9V 

battery with 500mah capacity we can calculate the duration the timer can run in idle mode. 

500mah/0.020ma = 25000 hours. Several conditions must be met to have the lowest power draw: 

1. The trigger should be configured to #2 (if used), without Pull up. The trigger voltage should be at 0v 

for low power consumption. 

2. The output is at 0V. 

 

Note: Due to the internal power storage the timer will not reset with a brief power interruption.. To 

reset the timer configured with Low Power mode, the power outage should be more than 3sec. 
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